CALIFORNIA 

OUTDOOR CONCEPTS

Barbecue Grill Operating Instructions

· Always place your COC products on a solid and secure base. A patio slab or deck is recommended.

· Do not obstruct the flow of the combustion and ventilation air.

· Do not install or use the grill within 36” (1 meter) of combustible materials from the front, back or sides of the grill.

· Grill is for outdoor use only. Grill should be operated only in a well-ventilated area. Never operate in an enclosed space, garage or building.

· Grill should not be located under unprotected overhead (enclosed carport, garage, porch, patio, etc.) made of combustible construction.

· Use only 1 Lb. Disposable gas canisters marked “PROPANE” “DOT-39 NRC 228/286”, or in conjunction with the optional hose kit, use only a 20 lb. propane cylinder marked “PROPANE”.

· The 1 lb. Propane cylinder should be disconnected when not in use. If you are using the 20lb. Cylinder, the gas must be turned off at the supply cylinder when the grill is not in use.

· Never leave any fire unattended. Never leave children unattended while the barbecue is in operation or while the barbecue is cooling off after use. Keep all barbecue utensils out of the reach of children.
· Storage of this outdoor cooking gas appliance indoors is permissible only if the 1 lb. Propane canister, or the 20 lb. Propane cylinder is disconnected and removed from the outdoor cooking gas appliance.
· Keep the ventilation openings of the canister and/or cylinder exposure free and clear from debris.

· Keep outdoor cooking gas appliance area clear and free from combustible materials, gasoline and other flammable vapors and liquids.

· 1 lb. Propane canisters and 20 lb. Propane cylinders must be stored outdoors out of the reach of children and must be not be stored in a building, garage or any other enclosed area.

· Visually check burner flames upon lighting the outdoor gas appliance.

· Always check the venture tube and burner for insects and insect nests. A clogged tube or burner can lead to a fire beneath the grill or could adversely effect the operation of the appliance. Clean the venture tube and/or burner with a small bottlebrush or similar devise.

· Check all hoses before each use of the outdoor cooking gas appliance. If there is evidence of excessive abrasion or wear, or the hoses are cut, they must be replaced prior to the outdoor cooking gas appliance being put into operation.

· Always light this outdoor cooking gas appliance with the lid open.

· The top cover (lid) should be closed during the preheat period.

· Always use a glove or hot pad when operating or handling a hot barbecue.

· Always turn Barbecue grill off after use.

